
Overview

Description

Flaax Cat6 U/UTP Cable has been designed to provide the exceptional performance required to support extremely 
high speed applications, including 10-Gigabit Ethernet. 
· High-purity oxygen-free copper conductor
· Customized LSZH outer sheath
· Flame retardant properties
· Meet IEC 60332-1 Standard
· Meet ANSI/TIA/568-C.2 and IEC 61156-5 standards
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Indoor Cat6 U/UTP 4pr 23AWG 
Solid Copper Cable PN: C12-11-3053BP

Length
305m ± 1.5 m

Package
Reel/Spool (cm) ：41.2x41.2x21.5

Net Weight ：13Kg/305m Box

Material
Solid bare copper

23AWG

Sheath Material
LSZH

LSZH 

Lo

wSmoke

Zero Halogen

Category
Cat6 U/UTP
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Indoor Cat6 U/UTP 4pr 23AWG 
Solid Copper Cable PN: C12-11-3053BP

Specifications

Conductor

Material  Solid bare copper

Diameter  0.53±0.005mm

Insulation

Material HDPE

Nominal thickness 0.20 mm

Diameter 0.93±0.05mm

Filler

Rip Cord: Nylon ripcord under jacket

Jacket

Material LSZH

Diameter 6.0± 0.3

Electrical characteristics

Item Parameter Unit

Conductor resistance ≤9.3 Ω/100m

Resistance unbalance within a pair ≤2.0 %

Resistance unbalance between pairs ≤5.0 %

Insulation resistance ≥5000 MΩKm

Mutual capacitance ≤5.6 nF/100m

Capacitance unbalance pair to ground <1600 pF/km

Delay skew(1-250MHz) ≤45 ns/100m
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Indoor Cat6 U/UTP 4pr 23AWG 
Solid Copper Cable PN: C12-11-3053BP

Specifications

Mechanical characteristics

Item Parameter Unit

Elongation at break of the conductors 8 %

Minimum elongation at break of the insulation ≥ 300 %

Minimum elongation at break of the sheath ≥ 125 %

MinimumTensile strength of sheath ≥ 10 MPa

Packing information

Item Parameter

Cable Length 305 m ± 1.5 m

Reel/Spool Size (cm) 41.2x41.2x21.5

Net Weight 13Kg/305m Box

Fire performance

Meet the IEC 60332-1

NOTE：FLUKE TIA Cat6A  Perm .Link Test

. ITEM ATT RL NEXT PS- NEXT ELFEXT PSELFEXT Delay

dB/100m dB dB dB dB dB ≤ns

MHz Max. Min. Min. Min. Min. Min. Max.

1 2.0 20.0 74.3 72.3 67.8 64.8 570

4 3.8 23.0 65.3 63.3 55.8 52.8 552

8 5.3 24.5 60.8 58.8 49.7 46.7 546.73

10 6.0 25.0 59.3 57.3 47.8 44.8 545.38

16 7.6 25.0 56.2 54.2 43.7 40.7 543

20 8.5 25.0 54.8 52.8 41.8 38.8 542.05

25 9.5 24.3 53.3 51.3 39.8 36.8 541.2

31.25 10.7 23.6 51.9 49.9 37.9 34.9 540.44

62.5 15.4 21.5 47.4 45.4 31.9 28.9 538.55

100 19.8 20.1 44.3 42.3 27.8 24.8 537.6

200 29.0 18.0 39.8 37.8 21.8 18.8 536.54

250 32.8 17.3 38.3 36.3 19.8 16.8 536.27
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Indoor Cat6 U/UTP 4pr 23AWG 
Solid Copper Cable PN: C12-11-3053BP

Application

U/UTP (Unshielded twisted pairs) cable, used in a horizontal or vertical configuration (Backbone), it constitutes the 
base of a very high bit rate V.D.I. (Voice-Data-Image) network.
Performances of this cable surpasses the current standards if used with proper cat6 stranded connectors,  conformity 
with Class E channel is ensured.

This cable is used for transmission of digital and analogue voice, Data and video signals. It can transmit 

ISDN 100 VG-AnyLAN

ETHERNET 10 Base T - 'Ethernet' TP-PMD/TP-DDI

TOKEN RING 4/16 Mbits ATM 155, 622Mbits/s and 1,2Gbits/s

ETHERNET 100 Base Tx, 100 Base T4 - 'Fast Ethernet' ≥ 10

ETHENRET 1000 Base T - 'Gigabit Ethernet' IEEE 802.3af - 'Power Over Ethernet

Cable Length 305 m ± 1.5 m

Reel/Spool Size (cm) 41.2x41.2x21.5

Net Weight 13Kg/305m Box
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Flaax is offering a robust selection of passive networking equipment designed to build 
reliable and scalable infrastructures. Our  products are engineered for excellence, ensuring 
seamless connectivity and long-term performance for businesses and individuals alike. 

This document is subject to change without notice.

Indoor Cat6 U/UTP 4pr 23AWG 
Solid Copper Cable PN: C12-11-3053BP

Part Number Product Description Product 
Datasheet

C5-111
FLAAX - flat paceplate 1 port 
https://flaaxcables.com/go/faceplate-1-port

C32-11-0XXXX FLAAX - Flaax Cat 6 UTP patch cable
https://flaaxcables.com/go/cat6-cable

C5-121 FLAAX - flat paceplate 2 port
https://flaaxcables.com/go/faceplate-2-ports

Related Products

C22-1 FLAAX - Cat6 UTP keyston jack
https://flaaxcables.com/cat6-utp-keyston-jack

C6-11 FLAAX - UK type angled shutter
https://flaaxcables.com/uk-type-angled-shutter

C13-515003PU Flaax Indoor Cat6A F/FTP 4pr 23AWG Solid Copper Cable LSZH PURPLE Pastel (500m)
https://flaaxcables.com/go/cat6a-fftp-cablepurple-pastel

C5-201 FLAAX - bevelled empty faceplate 3x3
https://flaaxcables.com/go/flaax---bevelled-empty-faceplate-3x3

C5-206 FLAAX - bevelled empty faceplate 6x3
https://flaaxcables.com/go/faceplate-6x3


