
Overview

Description

Length
500m ± 1.5 m

Package
Reel/Spool (cm): 40x40x43.5cm 

Disk diameter x total height :50x28
Net weight: 30kg/500m Reel 

Flaax Cat6A F/FTP Cable has been designed to provide the exceptional performance required to support extremely 
high speed applications, including 10-Gigabit Ethernet. The individually shielded pairs ensure maximum transmission. 

The sheath material is low smoke halogen free. This Cable meet ROHS requirement.

Flaax Indoor CAT6A F/FTP Bulk Cable AWG 23 LSZH
PN: C13-515003PU

Material
Solid bare copper

Sheath Material
LSZH

LSZH 

Lo

wSmoke

Zero Halogen

Category
Cat6A F/FTP



Flaax Indoor CAT6A F/FTP Bulk Cable AWG 23 LSZH
PN: C13-515003PU

Specifications

Conductor

Material  Solid bare copper

Diameter 0.55±0.01mm

Insulation

Material FE-Foam/Skin-PE

Nominal thickness 0.2mm

Diameter 1.35±0.05mm

Filler

Individual Shield Material：Aluminum Foil-Polyester Tape

Outer Shield Drain Wire Material: Solid Tinned Copper
Diameter: 0.40±0.01mm

Overall Shield Material: Foil-Polyester Tape

Rip Cord Under the sheath

Jacket

Jacket
Material：LSZH
Diameter： 7.3±0.3mm
Colour: RAL4005(Purple Pastel)

Electrical characteristics

Item Parameter Unit

Conductor resistance ≤9.38 Ω/100m

Resistance unbalance within a pair ≤2.0 %

Resistance unbalance between pairs ≤4.0 %

Insulation resistance ≥5000 MΩKm

Mutual capacitance ≤5.6 nF/100m



Flaax Indoor CAT6A F/FTP Bulk Cable AWG 23 LSZH
PN: C13-515003PU

Specifications

Mechanical characteristics

Item Parameter Unit

Minimum elongation at break of the sheath ≥125 %

MinimumTensile strength of sheath ≥ 10.0 MPa

Storage Temperature range -15℃to +75℃

Installation Temperature range 0℃to +60℃

Packing information

Item Parameter

Cable Length 500 m ± 1.5 m

Reel/Spool Size (cm) Disk diameter x total height x cylinder core：40x40x43.5 cm

ITEM ATT RL NEXT PS- NEXT ELFEXT PSELFEXT

dB/100m dB dB dB dB dB
MHz

Max. Min. Min. Min. Min. Min.

1 3.0 19.1 65.0 62.0 64.2 61.2

4 3.5 21.0 64.1 61.8 52.1 49.1

8 5.0 21.0 59.4 57.0 46.1 43.1

10 5.5 21.0 57.8 55.5 44.2 41.2

16 7.0 20.0 54.6 52.2 40.1 37.1

20 7.8 19.5 53.1 50.7 38.2 35.2

25 8.8 19.0 51.5 49.1 36.2 33.3

31.25 9.8 18.5 50.0 47.5 34.3 31.3

62.5 14.0 16.0 45.1 42.7 28.3 25.3

100 18.0 14.0 41.8 39.3 24.2 21.2

200 26.1 11.0 36.9 34.3 18.2 15.2

250 29.5 10.0 35.3 32.7 16.2 13.2

350 35.6 8.6 31.8 29.1 13.3 10.3

500 43.8 8.0 26.7 23.8 10.2 7.2

NOTE：FLUKE TIA Cat6A  Perm .Link Test



Flaax Indoor CAT6A F/FTP Bulk Cable AWG 23 LSZH
PN: C13-515003PU

1

4

1

4

2 Conductor
Insulation
Drain Wire
AL/PET Foil
Overall shield
Rip cord
Jacket
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Cable Length 500m

Reel/Spool Size (cm) 40x40x43.5

Net Weight 30kg/500m Reel

Packaging

Drawings

Application

CAT6A F/FTP cables are a crucial component in modern networking, providing reliable, high-speed connections for 
a variety of applications. The 'F/FTP' designation refers to the cable's shielding: each twisted pair is foil-shielded (FTP), 
and the entire cable is also foil-shielded (F). This double shielding is essential for reducing electromagnetic 
interference, ensuring that data transmission remains stable and secure. With an American Wire Gauge (AWG) of 23, 
these cables are robust enough to handle extended runs without signal loss. The 'LSZH' specification stands for Low 
Smoke Zero Halogen, which means the cable's jacket material emits limited smoke and no halogen when exposed to 
high heat sources, making it safer for indoor use, particularly in areas with strict fire codes. These cables are suitable 
for a wide range of applications, including but not limited to, Power Over Ethernet (PoE) for devices like access points, 
CCTV, and range extenders, as well as high-speed data transfer for 10GBase-T networks, supporting bandwidths up 
to 10,000 Mbit/s and frequencies up to 500 MHz.
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Flaax is offering a robust selection of passive networking equipment designed to build 
reliable and scalable infrastructures. Our  products are engineered for excellence, ensuring 
seamless connectivity and long-term performance for businesses and individuals alike. 

This document is subject to change without notice.

Flaax Indoor CAT6A F/FTP Bulk Cable AWG 23 LSZH
PN: C13-515003PU

Part Number Product Description Product 
Datasheet

C5-121 FLAAX - flat paceplate 2 port
https://flaaxcables.com/go/faceplate-2-ports

C23-3 FLAAX - Flaax Cat6A FTP keystone jack
https://flaaxcables.com/cat6-utp-keyston-jack

C5-201 FLAAX - bevelled empty faceplate 3x3
https://flaaxcables.com/go/flaax---bevelled-empty-faceplate-3x3

C5-206 FLAAX - bevelled empty faceplate 6x3
https://flaaxcables.com/go/faceplate-6x3

C5-111
FLAAX - flat paceplate 1 port 
https://flaaxcables.com/go/faceplate-1-port

C6-11 FLAAX - UK type angled shutter
https://flaaxcables.com/uk-type-angled-shutter

C12-11-3053BP Indoor Cat6 U/UTP 4pr 23AWG Solid Copper Cable
https://flaaxcables.com/go/flaax-indoor-cat6-uutp-cable-lszh-blue-pastel

Related Products


