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CAT6 U-UTP PATCH CABLE LSZH
PN: C32-11-XX 

Description

Flaax Category 6 U/UTP  patch leads are manufactured and tested to ISO 11801, EN 50173 & TIA/EIA 568-
C-2 standards for patch cord assemblies and provide optimum performance levels for structured cabling 
installations. These patch cables have a low smoke zero halogen outer sheath as standard made of 24AWG 
solid cable for high-bandwith handling and are available in various lengths and colours.

Category
Cat6 U/UTP

Material
LSZH

Package
Bio degradable Kraft 

paper

Overview

 Length(m)
0.5, 1.5, 3, 5,10

Solid Copper
24 AWG
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Fluke Test 100% Pass
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CAT6 U-UTP PATCH CABLE LSZH
PN: C32-11-XX 

Electrical Characteristics

Mechanical Characteristics

Construction U/UTP

Number of pairs 4 Pairs

Insulation Material HDPE

Insulation dimension (mm) 0.86± 0.05

1 White-Blue/Blue 3 White-Green/Green 

2 White-Orange/Orange 4 White-Brown/Brown 

   Filler

Filler material PE

   Outer jacket

Outer jacket material LSZH

Outer jacket nominal thickness(mm) 0.55± 0.05

Overall dimension (mm) 5.6± 0.3

Outer jacket rip cord N/A

Outer jacket colour                                     Grey, Violet, Blue, Green, Black, Orange, Red, Yellow

1--250MHz Impedance 100±15Ω Max. delay skew ≤ 45/100m

Max. conductor resistance 140Ω/km Max. conductor resistance unbalance 5%

Min. insulation resistance 5000 MΩ‧ km Nom. mutual capacitance ≤5.6nF/100m

Nominal velocity of propagation 69%

Outer jacket tensile strength≧ 10Mpa Outer jacket elongation ≧ 125%

Outer jacket aging condition 100℃ x 168hrs After aging, Tensile strength ≧ 8Mpa

After aging, Elongation≧ 100% Cold bend No crack (@-20℃ x4hrs)

Hot impact NO Crack(@150℃x4hrs)

AWG 24AWG

Material Stranded bare copper (multi-stranded)

Conductor dimension (mm) 7/0.18± 0.01

Structure

Conductor

Insulation Pairs

Specifications



Cabling Systems

www.flaaxcables.com 3

CAT6 U-UTP PATCH CABLE LSZH
PN: C32-11-XX 

Drawings

Copper Conductor
(Stranded)
HDPE Insulation
Separateor
Jacket

Grey Violet Blue Green
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CAT6 U-UTP PATCH CABLE LSZH
PN: C32-11-XX 

Part Number Description Length (m) Colour

C32-11-0054VT Flaax Patch Lead Cat6 U/UTP AWG24 LSZH  0.5m Violet 0.5 Violet

C32-11-0054BK Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 0.5 Black 0.5 Black

C32-11-0054OR Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 0.5 Orange 0.5 Orange

C32-11-0054BL Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 0.5m Blue 0.5 Blue

C32-11-0054GR Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 0.5m Green 0.5 Green

C32-11-0054GY Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 0.5m Grey 0.5 Grey

C32-11-0054RD Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 0.5m Red 0.5 Red

C32-11-0054YL Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 0.5m Yellow 0.5 Yellow

C32-11-0154BK Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 1.5 BLACK 1.5 Black

C32-11-0154OR Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 1.5 Orange 1.5 Orange

C32-11-0154BL Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 1.5m BLUE 1.5 Blue

C32-11-0154GR Flaax Patch Lead Cat6 U/UTP AWG24 LSZH  1.5m GREEN 1.5 Green

C32-11-0154GY Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 1.5m GREY 1.5 Grey

C32-11-0154RD Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 1.5m RED 1.5 Red

C32-11-0154VT Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 1.5m VIOLET 1.5 Violet

C32-11-0154YL Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 1.5m YELLOW 1.5 Yellow

C32-11-34BK Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 3 BLACK 3 Black

C32-11-34BL Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 3m BLUE 3 Blue

C32-11-34GR Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 3m GREEN 3 Green

C32-11-34GY Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 3m GREY 3 Grey

C32-11-34OR Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 3m Orange 3 Orange

C32-11-34RD Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 3m RED 3 Red

C32-11-34VT Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 3m VIOLET 3 Violet

C32-11-34YL Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 3m YELLOW 3 Yellow

C32-11-54GY Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 5m GREY 5 Grey

C32-11-104GY Flaax Patch Lead Cat6 U/UTP AWG24 LSZH 10m GREY 10 Grey

Ordering Table
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Flaax is offering a robust selection of passive networking equipment designed to build 
reliable and scalable infrastructures. Our  products are engineered for excellence, ensuring 
seamless connectivity and long-term performance for businesses and individuals alike. 

This document is subject to change without notice.

CAT6 U-UTP PATCH CABLE LSZH
PN: C32-11-XX 

Part Number Product Description / Link Product Datasheet

CMH1-1-1 FLAAX - 1U Cable Management (Black)
https://flaaxcables.com/1u-cable-management-black

C22-1 FLAAX - Cat6 UTP keyston jack
https://flaaxcables.com/cat6-utp-keyston-jack

C411-24 Flaax- Empty 24-Port Patch Panel Frame (Black)
https://flaaxcables.com/go/patch-panel-frame

CMV22-1-1 FLAAX - Vertical Cable Management (2 PCS/CTN) For 800mm 22U Cabinet
https://flaaxcables.com/go/vertical-cable-manager

CMV42-1-1 FLAAX - Vertical Cable Management (2 PCS/CTN) For 800mm 42U Cabinet
https://flaaxcables.com/go/vertical-cable-manager

Related Products


