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LC Quad Adaptor Singlemode (blue)
PN: FA111-O2-13BL

Overview

Description

Features

Type
Singlemode

Connector
 LC Quad

Dimensions 
 Standard LC footprint

Colours
Blue

The Flaax LC Quad Adaptor Singlemode (Blue) is a compact, high-performance optical fiber adapter designed 
for use in single-mode fiber optic networks. This quad LC adapter supports four individual LC connectors in a 
single housing, enabling efficient and reliable connections in data centers, telecommunications, and enterprise 
networking environments.

• Connector Type: LC Duplex (Quad Configuration)
• Fiber Mode: Singlemode (SM)
• Color Code: Blue (standard for singlemode fiber)
• Housing Material: High-impact ABS plastic (UL94-V0 

rated)
• Insertion Loss: ≤ 0.2 dB per connector
• Return Loss: ≥ 55 dB
• Operating Temperature: -40°C to +85°C

• Storage Temperature: -40°C to +85°C
• Humidity Range: 5% to 95% RH (non-condensing)
• Durability: > 1000 mating cycles
• RoHS Compliant: Yes
• Lead-Free Solder: Yes
• Dimensions: 36 mm (L) × 20 mm (W) × 14 mm (H)
• Weight: ~12 grams
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Applications

Installation & Usage

Technical Specifications

• Data Center Interconnects
• Telecommunications Networks
• Enterprise Backbone Systems

• FTTH (Fiber to the Home) Installations
• High-Density Patch Panels
• Optical Cross-Connects (OXC)

• Designed for quick and secure insertion into LC 
panel adapters or patch panels.

• Compatible with standard LC duplex cables and 
pigtails.

• Use with dust caps when not in use to prevent 
contamination.

• Ensure proper alignment of fiber ferrules to 
minimize loss and damage.

Parameter Specification

Connector Interface LC Duplex (Quad)

Fiber Type OS2 Singlemode (9/125 µm)

Polishing Type PC (Physical Contact)

Insertion Loss ≤ 0.2 dB (typical), ≤ 0.3 dB (max)

Return Loss ≥ 55 dB

Wavelength Compatibility 1310 nm / 1550 nm

Mating Cycles > 1000

Housing Color Blue (for singlemode identification)

Mounting Style Panel or Rack Mountable (via optional bracket)

Compliance RoHS, REACH, TIA/EIA-604-5, IEC 61754


