
Co-location Cabinet 3 Compartiments 

 www.flaaxcables.com 

Document Reference: flaax-ColocationKabinet-ThreeSheetSolidMetalSidePanels_Datasheet_En_FCO47-6010-3_1  Version 1.0 

1 

• 3x 19inch 15U Compartments  

•  Each compartments with removable and lockable side panels. 

• Optional fan-unit into the roof or 19inch rack mount type fan unit  

• Each compartments with Perforated front door  

• Each compartments with perforated rear doors  

• Each compartments with vertical mounting rails, adjustable 

throughout the entire depth of the cabinet 1.5mm thickness silk-

screen (Numbered)  

• Monoblock welded front and rear frames  

Technical Data 

Dimensions HxWxD in mm  H:2207mm W:600mm D:1000mm  

Height in U  47U  

Color  RAL 9005 Black color  

Grounding countinuity  In accordance with the standard EN 61587-1: 2012 / EN 61010-1 / IEC 60917- IEC 6029 7 

Standards  

ISO9001-2015  

TS EN 61587-1 :2012, 5.2.1 and 5.2.2  

CE According the IEC/ISO 17050 – EN 62208:2011 & EN 60335-1  

Flaax 19inch Free Standing Rack Cabinet                                       
H:47U W:600 x D:1000 CO-Location Cabinet 3 Compartments  

Mechanical Characteristics  

Materia  Sheet Steel, TS EN 10130 :2006  

nside height in mm  15U Each compartments  

Outside height in mm  2207  

Load Carrying Capacity  1000kg / 2204lbs  

IP rating   IP20  

Height : 47U Width : 600mm Depth : 1000mm  
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Details 
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Details 
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Explode View 
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TECHNICAL SPECIFICATIONS  

PROTECTION INDEX 

• IP20 According to EN 61587-1 / IEC 60529  

•IP20 :Rigid test rod diameter of 2.5 mm, 100 mm long (as specified by the standard) is pushed against any openings of the enclosure 
with the force of 3N  

MECHANICAL PERFORAMANCE  

• EN 61587-1 5.2.1 / 5.2.3  

• Stiffness test (Performance level SL6)  

•Dynamic mechanical load test (Performance level DL4)  

• Resonance point detection test IEC 60068-2-6  

• Vibration test (Sinus-IEC 60068-2-6)  

• Shock test IEC 60068-2-27)  

• Impact test IEC 60068-2-75 (Performance level K2)  

• Permissible load carrying capacity : 800kg  

CLIMATIC TESTS (Performance level C2)  

•Cold (IEC 60068-2-1) Temperature of the exposure: -25°C +/-3°C  

• Dry heat (IEC 60068-2-2) Temperature of the exposure: +70°C +/-2°C  

• Damp heat cyclic (IEC 60068-2-30)  

INDUSTRIAL ATMOSPHERE (Performance level A3) 

•Salt mist test (IEC 60068-2-11  

•Sulphur dioxide test and hydrogen sulphide test IEC 60068-2-42, IEC 60068-2-43, IEC 60068-2-49 

 GROUNDING CONTINUITY  

EN 61587-1 / EN 61010-1  

•The continuity of the protection circuit is in accordance with the standard regulations. The measured resistance was less than 0.1 
Ohm. 1.  

Standards 

•ISO9001-2008 Quality management system must be used in the production of 19” Rack cabinets  

• 19” Rack Cabinets must have a TSE Certificate EN-61587-1 , IEC60917 – IEC 60297 standards  

•In addition, all of the main and auxiliary materials used in the manufacturing process must comply with the following standards  

STANDARDS SHEET METAL: TS EN ISO 9001:2008; TS EN 10130 :2006; DIN EN 1030- EQV; BS EN 1030-EQV; NF A36-401. 
ELECTROSTATIC POWDER PAINT: ISO 9001:2015 ASTM D523; ASTM D2794; DIN EN ISO 2811-1; ASTM D1186/D1400; Ral:9005 or 
Ral:7035.  

VENTILATION UNITS ( Fan Unit ) “EMC EN55032:2015 & LVD IEC 62368-1 :2018  

TEMPERED SAFETY GLASS “ ISO 9001 , EN 12150 – 2 : Glass, Tempered, secure ” Mechanical strength test result: Bending strength 
minimum 120 N/ mm²  

CONNECTION COMPONENTS (screw, nut, washer etc.)“ TS EN ISO 7045; TS EN ISO 4032; RoHS IEC 62321 ”  

WHEEL SET “ TS EN 12532 , TS EN 12533 , RoHS IEC 62321:2008”  

LOCKS SYSTEMS “DIN-EN ISO 1043-1 PA6 GFR 30; DIN-EN 1774-ZnAl4Cu1.  
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Acessories 
Must be ordered separately 
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• Designed for fixing of floor standing racks onto floor.  

• It’s also provide wobbling protection.  

• 1 Set =2pcs  

Technical Data 

Dimensions HxWxD in mm  122,5mm x 500mm x 27,5mm  

Product Code For Colour  RAL 9005 Black color  

Unit Net/Gross Weigh t 2 kg / 2,05 kg  

Mechanical Characteristics 

Material Type  Sheet Steel  

Drawings  

Flaax Floor Fixing Brackets            Part number:FFB-1BK 
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Flaax The ventilation units has been designed 

to expel the warm air from the top of the rack 

cabinets and ensuring correct air circulation.  

• 6 Ventilation units  

•  Analog Thermostat + On/off switch control  

•  Top plate mounting  

•  Mounting screws  

•  Power cord with schuko plug  

Technical Data 

Dimensions HxWxD in mm  40mm x 400mm x 488mm  

Product Code For Colour  RAL 9005 Black color  

Individual Packing Size HxWxD (mm)  50*440*530  

Unit Net/Gross Weigh t 5 kg / 5,5 kg  

Mechanical Characteristics 

Material Type  Sheet Steel  

Power Characteristics  

Power Characteristics  220/240  

Freq Hz  50/60  

Current (A)  0,14A  

Power (W)  22 

Speed RPM  2700/3000  

Noise Level in (dBA)  40/47dBA  

Air Flow M3/Hr & CFM  133/162 & 82/95  

Flaax The ventilation units            Part number: VU6-A1  
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Drawings  

General information of the Fan units  

EMC Applied standards Report Nr: EMC2019258.01  

• EN 55032  

• IEC EN 61000-3-2  

• EN 61000-3-3 +A1  

• EN 55024 +A1 • EN 61000-4-2  

• EN 61000-4-3 +A1-+A2  

• EN 61000-4-4  

• EN 61000-4-5 +A1  

• EN 61000-4-6  

• EN 61000-4-8  

• EN 61000-4-11 +A1  

• EN 61000-6-3 +A1 - +AC  

Emission – Electronic compability of multimedia equipment  

Limits for harmonic currents emission 

Limitation of voltage fluctiations and flicker  

Immunity – information Technology equipment  

Electrostatic discharge immunity test  

Radiated RF electromagnetic field immunity test  

Electrical fan transient/brust immunity test  

Surge immunity test  

Immunity to RF conducted disturbances  

Power frequency magnetic field immunity test  

Voltage dips, short interruptions and voltage variations immunity test  

Generic emission standard. Residental, commercial and light industry  

Flaax The ventilation units            Part number: VU6-A1  
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Overview of results  

Emission Test  Standards  Results  

Mains conducted disturbance voltage  EN 55032 Class A  PASS 

Radiated electromagnetic field  EN 55032 Class A  PASS 

Harmonic current emission  EN 61000-3-2  PASS 

Limitation of voltage fluctuations  EN 61000-3-3  PASS 

Discontinuousd istrubance (clics) on AC powerleads  EN 61000-6-3  PASS 

Immunity Test  Standards  Results  

Electrostatic discharges (ESD) immunity  EN 55024, EN 61000-4-2  PASS 

Radiated EM field immunity  EN 55024, EN 61000-4-3  PASS 

Electrical fast transient (EFT) Burst transient immunity  EN 55024, EN 61000-4-4  PASS 

Surge transient immunity  EN 55024, EN 61000-4-5  PASS 

Conducted RF disturbances immunity  EN 55024, EN 61000-4-6  PASS 

Power frequency magnetic field immunity  EN 55024, EN 61000-4-8  N/A 

Power supply voltage interruptions & dips immunity  EN 55024, EN 61000-4-11  PASS 

LVD / information technology equipment safety Report Nr: ESIM62368_1C  

Standard : IEC 62368-1 :2018 The prtoduct fulfils the requirements of the *IEC 62368-1 :2018* EN IEC 62368-1 :2020 + A11:2020 
standards  

Additional Information  

Supply cord + Schuko plug  TS IEC 60884-1+A1+A2  

Supply cord + UK plug  BS 1363-1  

On/Off switch  TS EN61058-1  

Analog Thermostat  EN 60730-1 / EN60730-2-9  

Connector  IEC/EN 60950-1  

Fan  IEC/EN 60950-1  

Flaax The ventilation units            Part number: VU6-A1  
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Flaax H:100mm Plinth with a Brushed back panel         Part number: PLN1060100-BL 

Designed for icreasing of height distance between floor 
and rack and /or fixing onto floor and/or provide empty 
area for cable reserve and/or passive air ventilation.  

Dimensions HxWxD in mm  100mm x 600mm x 1000mm  

Product Code For Colour  RAL 9005 Black Color  

Unit Net/Gross Weight  4,15 kg / 4,25 kg  

Technical Data 

Material Type  Sheet Steel 

Mechanical Characteristics  

Drawings 
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Flaax Free Standing Rack Castor Group           Part number:CGFS360 

• Polyamide wheels  

•  360° Rotatable  

• One set iclude 2 pcs castors with brake and 2 pcs 
without brake  

Dimensions HxWxD in mm  87m x 71mm x 134mm  

Individual Packing Size HxWxD (mm)  96*350*265  

Unit Net/Gross Weight  1,85 kg / 2,15 kg  

Load Carrying Capacity 600 kg / 1322 lbs  

Technical Data 

Material Type  Sheet Steel & Plastic Polyamide  

Mechanical Characteristics  

Drawings 


